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PROFESSIONAL HEADPHONES

SB45 KSC50
Multi-media Headset

Unique Sportclip design fits 
SB45 Headset around the ear to eliminate the
with Condenser Microphone headband. Nylon covered cord
and Stereo Headphones eliminates tangling and improves 
18Hz to 20kHz 100ohm durability of the cord.

Freq Res 15-25,000Hz / 60ohm

RRP $139.00 RRP $69.95

THEPLUG KSC75
Sport-Clip

The PLUG earbud stereophone.
Specialty ear cushion material forms Frequency Response 15-25,000 Hz
slowly in the ear canal to Impedance 60 ohms
provide a custom fit and maximum Sensitivity 101 dB SPL/1mW
isolation. Distortion <0.2%
Freq Res 10-20,000Hz / 16ohm Cord Straight, Dual Entry, 4ft

RRP $49.95 RRP $69.95

KSC24 P3
Behind-the-Head Portable Sterephone

Frequency Response 18Hz - 22,000Hz Lightweight, in-the-ear 'earbud' 
Impedance 60 ohms for music on the go.
Sensitivity 102 dB SPL/1mW Includes convenient wind-up 
Distortion <0.2% spool carrying case for protective
Cord Straight, Single Entry, 4ft storage. Freq Res 80-20,000Hz / 32ohm

RRP $TBA RRP $14.95

KCS17 KSS10
Behind-the-Head Behind-the-Head

Frequency Response 40-20,000 Hz Frequency Response 40-20,000 Hz
Impedance 32 ohms Impedance 32 Ohms
Sensitivity 98 dB SPL/1mW Sensitivity 98 dB SPL/1mW
Distortion <0.3% Distortion < 0.5%
Cord Straight, Single Entry, 4ft Cord Straight, Single Entry, 4ft

RRP $TBA RRP $TBA

P9 P16
Behind-the-Head Behind-the-Head

Frequency Response 40-20,000 Hz Frequency Response 40-20,000 Hz
Impedance 32 ohms Impedance 32 ohms
Sensitivity 102 dB SPL/1mW Sensitivity 102 dB SPL/1mW
Distortion <1.0% Distortion <1.0%
Cord Straight, Single Entry, 4ft Cord Straight, Dual Entry, 4ft

RRP $TBA RRP $TBA

KSC9 KSC7
Sport-Clip Sport-Clip

Frequency Response 40-20,000 Hz Frequency Response 50-20,000 Hz
Impedance 32 ohms Impedance 32 ohms
Sensitivity 102 dB SPL/1 mW Sensitivity 98 dB SPL/1mW
Distortion <1.0% Distortion <0.5%
Cord Straight, Dual Entry, 4ft Cord Straight, Single Entry, 4ft

TBA $TBA RRP $TBA

KSC6 SPARK PLUG
Sport-Clip Ear-Buds

Frequency Response 80-20,000 Hz Frequency Response 10-20,000 Hz
Impedance 32 ohms Impedance 16 ohms
Sensitivity 98 dB SPL/1mW Sensitivity 112dB SPL/1mW
Distortion <1.0% Distortion <0.3%
Cord Straight, Dual Entry, 4ft Cord Straight, Dual Entry, 4ft

RRP $29.95 RRP $49.95
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NOISE CONTROL SOLUTIONS

AVC2-D

The AVC2 performs as an intelligent volume control and in operation is very simple. If the average 
operating level is kept below the internally set threshold, the AVC2 has no effect. If the average programme
level exceeds the threshold the unit will reduce its output level. The level is reduced in discreet steps
indicated by the l.e.d. bar graph meter on the front panel of the unit. The action of the AVC2 is to fade 
between these steps and is almost undetectable in use. The more one tries to increase the volume,
almost undetectable in use. The more one tries to increase the volume, the more the AVC2 will decrease it 
so that the system will barely change in perceived level. If driven to maximum attenuation, the output
level will be reduced by more than the increase in input level. The mixer or pre amp feeding the AVC2
will probably be clipping, but the system will actually be at a lower than normal level. 

RRP $2499.00

CX4 GUARDIAN

With the increasing demand for stricter fire and noise control regulations, Formula Sound have often
been asked to provide something that meets the requirements.
During consultations with Fire Officers, the brief which evolved required that, in order to avoid panic
when a fire alarm activates, the programme level in the venue should be reduced and not cut
altogether, and that a mic overide facility should provide one guaranteed mic' into the system.
Formula Sound have developed and produced the Guardian CX4.
The unit is not restricted to entertainment venues and may be used with any sound system where a priority
override facility is required. It is ideal for use in shopping centres, malls and public areas where 
security announcements are required. Priority inputs may be at mic or line level.
This unit will interface with any existing or new sound installation.

RRP $3199.00

SENTRY

The Sentry, designed and manufactured by FormulaSound, is a product which will help solve some of the
environmental noise problems encountered in entertainment venues and industry today.

The Sentry works in conjunction with a relay or contactor and usually controls mains power.
But the Sentry is not limited to this function; any function that can be controlled by a relay or switch can 
be controlled by the Sentry.
The Sentry has been designed to help solve some of the environmental noise problems encountered in
entertainment venues and working areas.

RRP $2699.00

FF6000

The features and layout of the FF-6000 were determined in collaboration 
with leading loudspeaker manufacturers Funktion One,
who canvassed many DJs world wide on their requirements.

The result is a mixer which is not only of the highest sound quality, 
as you would expect from Formula Sound, but also 
incorporates the features and layout which DJs have asked for.

RRP $4999.00
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PA COMPONENTS

CAST FRAME DRIVERS SELWPU1209 SELWPU1809
12in Cast Driver 45-4khz 18in Cast Driver 4invc 

SEL15SW1P 450w 8ohm 450w 8ohm
15in Cast Woofer 800w 8ohm $349.00 $449.00
$669.00

SELWPU1509
15in Cast Driver 4invc 

SEL18SW1P 450w 8 ohm
18in Cast Woofer 800w 8ohm $399.00
$699.00

PA / BASS SPEAKERS COMPRESSION DRIVERS

SEL8PW3 SEL12PW5 SELD210TI SELD3300TI SELDT150
8in Bass Speaker 125w 12in Bass Speaker 300w 1in Ti S/O Driver 100w 2in Ti B/O Driver 150w 1in Horn/Dvr Combo 75w
$89.95 $169.00 $129.00 $399.00 $79.95

SEL10PW3 SEL15PW5 SELD210TIOMF SELD405TI SELDH200E
10in Bass Speaker 150w 15in Bass Speaker 350w 1in Ti B/O Driver 100w 2in Ti  B/O Driver 200w 1in Ti S/O Driver 100w
$119.00 $269.00 $119.00 $299.00 $79.95

* ALL 8ohm * ALL 8ohm

REPLACEMENT DIAPHRAMS REINFORCED HORN FLARES

SELRPDH200 SELRPST300 SELRPD400TI SELHC2325 SELHM2525E
SELDH200HM Diaphragm SELST300/320/322 Dia SELD400/D405 Diaphragm 1in Horn 5x10in 100x40d 1in Horn 6x11in 90x60d
$39.95 $39.95 $199.00 $29.95 $99.95

SELRPD205TI SELRPD300TI SELHL1425
SELD205TI Diaphragm SELD300TI/305TI Dia 1in Horn 6in Dia 45x45d
$59.95 $99.95 $29.95

* ALL 8ohm 

HORN ADAPTORS / HP FILTERS REINFORCED HORN FLARES

SELADF2525 SELHP1B8 SELHC7950 SELHM4750R
1in Screw to Flange Horn High Pass Filter with Atten 2in Horn 13x34in 120x40d 2in Horn 12x18n 90x40d
Adaptor $89.95 $249.00 $149.00
$9.95

SELHL4750R SELHC5650 SELHM3950R
SELADM2525 SELHP2B8 2in Horn 12x18in 40x20d 2in Horn 11x24in 120x40d 2in Horn 8x15in 60x30d
1in Flange to Screw Horn High Pass Filter 1200hz 100w $149.00 $199.00 $129.00
Adaptor $99.95
$14.95
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RACK FRAMES / COVERS & ACCESSORIES

RACK FRAME 19" - 540mm DEEP / ALUMINIUM DUST COVER SETS (TWO SIDE COVERS / ONE TOP COVER)

PROZR12U540 PROZRDCS12U540
ProRack Frame 12U 540mm Black Dust Cover Set 12U 540mm
RRP $319.00 RRP $199.00

PROZR18U540 PROZRDCS18U540
Pro Rack Frame 18U 540mm Black Dust Cover Set 18U 540mm
RRP $349.00 RRP $229.00

PROZR24U540 PROZRDCS24U540
ProRack Frame 24U 540mm Black Dust Cover Set 24U 540mm
RRP $399.00 RRP $259.00

PROZR30U540 PROZRDCS30U540
Pro Rack Frame 30U 540mm Black Dust Cover Set 30U 540mm
RRP $449.00 RRP $299.00

PROZR40U540 PROZRDCS40U540
Pro Rack Frame 40U 540mm Black Dust Cover Set 40U 540mm
RRP $549.00 RRP $349.00

REAR COVERS STEEL DOORS

PROZRRC12U540 PROZRSD12UBK
Rear Cover 12U 540mm Steel Door 12U Black
RRP $119.00 RRP $149.00

PROZRRC18U540 PROZRSD18UBK
Rear Cover 18U 540mm Steel Door 18U Black
RRP $129.00 RRP $219.00

PROZRRC24U540 PROZRSD24UBK
Rear Cover 24U 540mm Steel Door 24U Black
RRP $179.00 RRP $249.00

PROZRRC30U540 PROZRSD30UBK
Rear Cover 30U 540mm Steel Door 30U Black
RRP $219.00 RRP $299.00

PROZRRC40U540 PROZRSD40UBK
Rear Cover 40U 540mm Steel Door 40U Black
RRP $269.00 RRP $349.00

ACRYLIC DOORS TOP COVERS

PROZRAD12UBK PROZRTC540
Acrylic Door 12U Black Top or Base Cover 12U 540mm
RRP $269.00 RRP $66.95

PROZRAD18UBK PROZRTVC540
Acrylic Door 18U Black Vented Top or Base Cover 18U 540mm
RRP $349.00 RRP $81.95

PROZRAD24UBK
Acrylic Door 24U Black
RRP $399.00 FAN TOP COVERS

PROZRAD30UBK PROZR1FTC540
Acrylic Door 30U Black Single Fan Top Cover 540mm
RRP $459.00 RRP $74.95

PROZRAD40UBK PROZR2FTC540
Acrylic Door 40U Black Dual Fan Top Cover 540mm
RRP $549.00 RRP $81.95

* Fans not included

C' TRAYS / SHELVES ACCESSORIES

PROZRCT2U300 PROZR4CASTER75 PROZRM6BKSET
ProRack C Tray 2U 300mm Black ProRack Caster Set 75mm M6 Cage Screw Set Bk 10pk
RRP $84.95 RRP $44.95 RRP $11.95

PROZR8ACR2U
PROZRCT3U400 8way Recessed AC Panel
ProRack C Tray 3U 400mm Black RRP $119.00
RRP $99.95
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SUB / SAT SYSTEMS

AS900A Satellite (8") AS1500A Satellite (10")

Frequency response 80Hz-18KHz,±3dB Frequency response 60Hz-18KHz,±3dB
Axial sensitivity 1W/1m 97dB Axial sensitivity 1W/1m 99dB
Maximum SPL@1m 122dB@10%THD Maximum SPL@1m 129.5dB@10%THD
Nominal impedance 8Ω Nominal impedance 8Ω
Low/mid driver 1x8" Low/mid driver 1x10"
HF driver 1.5" HF driver 1.5"
Directivity H60° x V90° Directivity H60° x V40°
Crossover frequency 2KHz; 12dB per octave Crossover frequency 2KHz; 12dB per octave 
HF protection(passive) Optical HF protection(passive) Optical
Power handling capacity 300W RMS Power handling capacity 300W RMS
Connector 4(Black) Connector 4(Black) 
N.W/G.W 11kg/12.5kg N.W/G.W 16kg/17.5kg
Product Dimensions Per Unit Product Dimensions Per Unit

RRP $299.00 RRP $399.00

AS900B Subwoofer (15") AS1500B Sub woofer (18")

Frequency response 35-250Hz,±3dB Frequency response 30-250Hz,±3dB
Axial sensitivity 1W/1m 101dB Axial sensitivity 1W/1m 101dB
Maximum SPL@1m 129dB@10%THD Maximum SPL@1m 137.81dB@10%THD
Bass woofer P15.2W300x1 Bass woofer P18W600x1
Sub woofer power amp 2 x 300W RMS for bass Sub woofer power amp 900W RMS for bass 
satellite power amps 300W RMS for satellites (8Ω) satellite power amps 900W RMS for satellites (8Ω)
Active protection circuitry Opto-limiter, subsonic filter Active protection circuitry Opto-limiter, subsonic filter
Input sensitivity 0.775V Input sensitivity 0.775V
Connector 2 x XLR through Connector 2 x XLR through 

3 x Speakon Satellite outputs 3 x Speakon Satellite outputs 
2 x XLR input 2 x XLR input 

2 x 1/4" TRS input 2 x 1/4" TRS input 
EQ Low 75Hz ±10dB EQ Low 75Hz ±10dB

Mid 1.3kHz ±10dB Mid 1.3kHz ±10dB
High 10kHZ ±10dB High 10kHZ ±10dB

Low pass frequency 50-250Hz -3dB Low pass frequency 50-250Hz -3dB
N.W/G.W 48.5kg/53.5kg N.W/G.W 71kg/77.5kg
Product Dimensions 447x640x542mm Product Dimensions 530x650x800mm

RRP $1299.00 RRP $1999.00

AS900 SYSTEM
COMBO CONSISTING OF 
DUAL 8” TWO-WAY FULL-RANGE 
SATELLITES (AS900A) AND A SINGLE 15” DUAL 
VOICE COIL SUBWOOFER (AS900B). 
THE AMPLIFIER MODULE 
INCLUDES A PREAMP, EXCITER, 
COMPRESSOR/EXPANDERS, 50~250HZ CROSSOVER, 
EQ, PEQ, AND NOISE GATE. TOTAL OUTPUT 
POWER (RMS) IS OVER 800W.

AS1500 SYSTEM
COMBO CONSISTING OF 
DUAL 10” TWO-WAY FULL-RANGE 
SATELLITES (AS1500A) AND A SINGLE 18” 
SUBWOOFER (AS1500B). 
THE AMP MODULE IS A FOUR-CHANNEL 
DESIGN MODULE EQUIPPED WITH PREAMP, 
EXCITER, COMPRESSOR/EXPANDER, 
50~250HZ CROSSOVER, EQ, PEQ, 
AND NOISE GATE. TOTAL OUTPUT 
POWER (RMS) IS OVER 1700W.
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